
Connected chromatography
                    solutions

Thermo Scientific 
Chromatography Columns 
and Consumables 2016-2017

1.5

1.0

0.5



www.thermoscientific.com/chromatography 5-021

100% Graphite 15% Graphite/ 
85% Vespel SilTite

Suitable for Thermo Scientific  
TRACE ULTRA SSL Injector
Suitable for Thermo Scientific TRACE 
1300/1310 & Agilent SSL Injectors
Suitable for Thermo Scientific  
TRACE ULTRA non-MS detectors
Suitable for Thermo Scientific TRACE 
1300/1310 & Agilent non-MS detectors
Suitable for all Thermo Scientific & 
Agilent MS Detectors
Suitable for Thermo Scientific  
PTV Injector

Ferrules
Wide range of choices for a wide range of instruments and applications

100% Graphite Ferrules
Thermo Scientific 
100% graphite 
ferrules are a soft 
material that is 
porous to oxygen, 
making them suitable 

for most applications except GC-MS interface 
connections. These easy-to-use ferrules form  
a soft grip with the column and provide  
a stable seal. 

15% Graphite / 85% Vespel Ferrules
The mechanically 
robust 15% Graphite/ 
85% Vespel ferrules 
have a long lifetime 
and are compatible 
with GC-MS. These 

ferrules form a strong grip with the column and 
cannot be reused as they form a permanent 
seal with the column. They have a temperature 
limit of 350°C, but must be re-tightened after 
initial temperature cycles.

SilTite Metal Ferrules
The SilTite ferrule 
forms a strong, 
permanent, airtight 
seal around the 
capillary column, 
eliminating leaks. 

The base of the ferrule is flat and forms a 
perfect seal with the MS interface. The 
ferrule’s temperature tolerance is well above 
the limit of the injector, MS interface or GC 
oven. Unlike other ferrules, SilTite Ferrules  
do not need re-tightening after installation.

Please also see syringes on page 5-007.All varieties of ferrules are supplied in contaminant-free, 
individual blister packs, allowing removal of an individual item 
without risk of contamination to the other supplied items. 

Thermo Scientific ferrules are available in 
three different materials and various dimensions 
to match the instrument and capillary column 
ID. The choice of material is dependent upon 
the use; guidelines are given in the table.

To select the most appropriate ferrule for your GC system, refer to the table below:

Material Type Suitable for GC-MS Temp Limit (°C) Re-usable
Graphite No 450 Yes
Graphite/Vespel Yes 350 No
Stainless Steel (SilTite) Yes 500 No
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Ferrules for Thermo Scientific Instruments

For Use with Material Type Ferrule Size (Column ID) (mm) Cat. No. Quantity
Thermo Scientific TRACE 1300/1310 
SSL injectors and non-MS detectors

100 % Graphite 0.1-0.32 290GA139 10 Pack
0.45-0.53 290GA140 10 Pack

15% Graphite/85% Vespel 0.1-0.25 290VA191 10 Pack
0.32 290VA192 10 Pack
0.53 290VA193 10 Pack

Capillary Column Nut for injectors  
and non-MS Detectors Stainless Steel 35050458 5 Pack

Thermo Scientific TRACE Ultra SSL 
injectors and non-MS detectors

100 % Graphite 0.1-0.25 29053488 10 Pack
0.32 29053487 10 Pack
0.53 29053486 10 Pack

15% Graphite/85% Vespel 0.1-0.25 29033461 10 Pack
0.32 29033460 10 Pack
0.53 29033471 10 Pack
Packed Column 1/8" OD 290VT168 10 Pack
Packed Column 1/4" OD 290VT165 10 Pack

15% Graphite/85% Vespel 
(3.4mm length)

0.1-0.25 290VT186 10 Pack*
0.32 290VT187 10 Pack*
0.53 290VT188 10 Pack*

Capillary Column Nut for  
Graphite/Vespel Ferrules Brass 290BT239 2 Pack

All Thermo Scientific PTV injectors 100 % Graphite 0.1-0.25 29053488 10 Pack
0.32 29053487 10 Pack
0.53 29053486 10 Pack

Thermo Scientific MS detectors 15% Graphite/85% Vespel 0.1-0.25 29033496 10 Pack
0.32 29033497 10 Pack

Capillary Column Nut  
for MS Detectors

Brass 290BT240 5 Pack
Stainless Steel 290BT241 5 Pack

SilTite Kit for Thermo Scientific 
TRACE 1300/1310 GC SSL injectors

SilTite Metal 0.1-0.25 290MA215 1 Each**
0.32 290MA216 1 Each**
0.53 290MA217 1 Each**

SilTite Kit for Thermo Scientific  
ISQ GC-MS interface

SilTite Metal 0.1-0.25 290MA194 1 Each**
0.32 290MA195 1 Each**
0.53 290MA196 1 Each**

Replacement SilTite Ferrules for 
Thermo Scientific TRACE 1300/1310 
SSL and ISQ GC-MS interface kits

SilTite Metal 0.1-0.25 290MA201 10 Pack
0.32 290MA202 10 Pack
0.53 290MA203 10 Pack

SilTite Nuts for MS interface 290MA205 5 Pack
SilTite Nuts for SSL injectors 290MA207 5 Pack
SilTite Kits for Thermo Scientific  
DSQ GC-MS interface

SilTite Metal 0.1-0.25 290MT229 1 Each**
0.32 290MT230 1 Each**
0.53 290MT231 1 Each**
Replacement SilTite Nuts 290MT211 5 Pack

Replacement SilTite Ferrules for 
Thermo Scientific DSQ GC-MS 
interface kits

SilTite Metal 0.1-0.25 290MT221 10 Pack
0.32 290MT222 10 Pack
0.53 290MT223 10 Pack

* Vespel Ferrules must be used in conjunction with brass nut part number 290BT239
** SilTite Kits contain 2 SilTite nuts and 10 ferrules
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Ferrules for Agilent Instruments

For Use with Material Type Ferrule Size (Column ID) (mm) Cat. No. Quantity
Agilent injectors and  
non-MS detectors

100 % Graphite 0.1-0.32 290GA139 10 Pack
0.45-0.53 290GA140 10 Pack
Packed Column 1/8" OD 290GA108 10 Pack
Packed Column 1/4" OD 290GA107 10 Pack

15% Graphite/85% Vespel 0.1-0.25 290VA191 10 Pack
0.32 290VA192 10 Pack
0.53 290VA193 10 Pack
Packed Column 1/8" OD 290VT168 10 Pack
Packed Column 1/4" OD 290VT165 10 Pack

Capillary Column Nut for injectors  
and non-MS Detectors Stainless Steel 35050458 5 Pack

Agilent MS detectors 15% Graphite/85% Vespel 0.1-0.25 29033496 10 Pack
0.32 29033497 10 Pack
0.53 290VP144 10 Pack

SilTite Kits for Agilent SSL injectors SilTite Metal 0.1-0.25 290MA215 1 Each*
0.32 290MA216 1 Each*
0.53 290MA217 1 Each*

SilTite Nuts for MS interface 290MA205 5 Pack
SilTite Kit for Agilent MS detectors SilTite Metal 0.1-0.25 290MA194 1 Each**

0.32 290MA195 1 Each**
0.53 290MA196 1 Each**

Replacement SilTite Ferrules for  
all SilTite Kits

SilTite Metal 0.1-0.25 290MA201 10 Pack
0.32 290MA202 10 Pack
0.53 290MA203 10 Pack

SilTite Nuts for SSL injectors 290MA207 5 Pack
Replacement Baseplate Seals 290MA227 2 Pack

290MA228 10 Pack

Thermo Scientific GC consumables are suitable for use with Agilent GC systems
* Kit contains 2 nuts, 10 ferrules and 2 base seals
** Kit contains 2 nuts and 10 ferrules
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How to order
USA and Canada
800 332 3331
865 354 4616 fax
chromatography@thermofisher.com

France
+33 (0)1 60 92 48 34 
+33 (0)1 60 92 49 00 fax
Consommableslcgcfr@thermofisher.com

Germany
+49 (0) 2423 9431 -20 or -21
+49 (0) 6103 408 1640 fax 
lcgc.consumables.DE@thermofisher.com

United Kingdom
+44 1928 534110
+44 1928 534001 fax
lcgc.consumables@thermofisher.com

China
+86 21 6865 4588

India
+91 22 6742 9494 
+91 27 1766 2352
+91 22 6742 9495 fax
analyze.in@thermofisher.com

Japan
+81 3 5826 1615
+81 3 5826 1611 fax
analyze.jp@thermofisher.com

Thermo Fisher Scientific Australia Pty Ltd 
1300 735 292 (free call domestic)
1800 067 639 fax
AUinfo@thermofisher.com 

Thermo Fisher Scientific New Zealand Ltd 
0800 933 966 (free call domestic)
0800 329 246 fax
NZinfo@thermofisher.com 

All Other Enquiries
+44 (0) 1928 534 050
+44 (0) 1928 534 049 fax
salesorders.columns.uk@thermofisher.com

Technical Support
For advice and support, 
please visit our website:
www.thermoscientific.com/chromexpert

For more information visit: www.thermoscientific.com/chromatography

© 2015 Thermo Fisher Scientific Inc. All rights reserved. 
Specifications, terms and pricing are subject to change. Not all products are available in all countries. 
Please consult your local sales representative for details.
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Resources
 for Chromatographers

Chromatography Resource Center
Our web-based resource center provides technical support, applications, 
technical tips and literature to help move your separations forward.  
Visit www.thermoscientific.com/chromatography


